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Company Profile

Hongkong Ervan Group Ltd,(Shenzhen Ruizi Light Electricity Technology Co., Ltd) was established in 2005.
The company products portfolio features unique design and high lumen as well as great quality, including
LED Tube, Tri-proof Light, LED Panel, High Bay, Low Bay, Ceiling Light and Pendant Light. Ervan is well-known in
Europe and America especially for its LED Tube.

Customer-oriented is the company philosophy by delivering the customized service and support. So it stays
dedicated to the design, R&D, manufacture and sales of LED products to commercial and industrial market.
The area of factory is 11,000sgm with monthly production capacity of 300,000 pcs. The workshop completely
meet the standard of free-dust and has full set of electronic and optical testing equipment.

Ervan only provides the products we can be proud of. To be differential with others is the principle of product
development. Many products were granted patents both in Hong Kong and on the Chinese mainland. The
quality control management system of Ervan has been upgraded to 1S09001:2008. The products have passed
many authoritative certifications such as UL, VDE, TUV, DLC, ROHS, SAA, CE.

To be a benchmark in the LED industry is the mission of ERVAN which never stops growing and striving for
improving in illumination, technical, and quality to provide the high-quality products to global market.
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LED Tri-proof Light

APPLICATION

Commercial Lighting
Offices, Meeting room, Hotel, Hospital, Supermarkets, Shopping mall,
Large retailers, Library, School, etc.

Public Lighting
Tunnel, Airports, Sports, Train stations, Bus stations, Theatres,
MTR stations, etc.

Industrial Lighting
Manufacture, Warehouses, Park, Exhibition centers, Gas stations,

Toll stations, Gymnasium, etc.
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Linkable
P66 IK10
140lm/w




sSuperpower

Special design for 3- 8m application
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Carwash
Corrosion Resistance

Tri-proof led fixture for IP66 waterproof, dust,
corrosion and pressure-proof

Linkable
Ultra Bright140Im/w
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Standard LED Tri-proof Light

LO7G

Linkable

105Im/w
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Features

Tri-proof led fixture for IP66 waterproof, dust, corrosion and pressure-proof
Patent and functional design with imaginative appearance

High stability isolated driver

Excellent heat dissipation depending on whole aluminum housing

Widely used for ambient lighting application

Maximum efficacy and minimum glare

High-tech optical design

No UV ,No lead, No Mercury

CB/TUV/UL/FCC certification

©®-(ce)($F) @ g~ 2)¥[2) £)aD (€] @ Fad [ [&) ] (Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature

Operating -20~+40 C
Storage -40~+85C

Input Voltage:
US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.87

Parameter

Model NO. Power Light LED QTY CCT Frosted Cover Clear Cover CRI Beam
(W) Source (pcs) (K) Lumens  Lm/W Lumens  Lm/W Angle

LO7G/600mm 20 2835 108 4000K 1900 95 2100 105 >80 120°

LO7G/900mm 30 2835 156 4000K 2850 95 3150 105 >80 120°

L07G/1200mm 40 2835 216 4000K 3800 95 4200 105 >80 120°

L07G/1500mm 50 2835 264 4000K 4750 95 5250 105 >80 120°

LO7G/1500mm-A 65 2835 351 4000K 6175 95 6825 105 >80 120°

CCTRange WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Features

U Itra b ri g ht L E D Tri = p ro Of Li g ht Tri-proof led fixture for IP66 waterproof, dust, corrosion and pressure-proof

Patent and functional design with imaginative appearance
LO7G High stability isolated driver
Excellent heat dissipation depending on whole aluminum housing

Widely used for ambient lighting application

Maximum efficacy and minimum glare

High-tech optical design

do "'

3- 8m Application Linkable Superior Optical

No UV ,No lead, No Mercury
CB/TUV/UL/FCC certification

©-(ce) () @ C g (T)[e¥] (&) 26D [©) @ FEad [ (&) ] Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Input Voltage:

20~+40 C US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz
PF:20.93 THD<20%
Power Efficiency:>0.87

Operating
Storage -40~+85C

Parameter
Model NO. Power Light ~ LED QTY CCT Frosted Cover Clear Cover CRI  Beam
(W) Source (pcs) (K) Lumens Lm/W Lumens Lm/W Angle
LO7G/600mm 20 2835 108 4000K 2600 130 2800 140 >80 120°
L07G/900mm 30 2835 156 4000K 3900 130 4200 140 >80 120°
L07G/1200mm 40 2835 216 4000K 5200 130 5600 140 >80 120°
L07G/1500mm 50 2835 264 4000K 6500 130 7000 140 >80 120°
L07G/1500mm-A 65 2835 351 4000K 8450 130 9100 140 >80 120°

CCTRange WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Superpower LED Tri-proof Light Features

120G

Tri-proof Patented Design

Special design for 3- 8m application height

Universal AC 100-240/277V input

Ultra bright 140Im/w

Unique light distribution design for comfortable optic performance
Suspend and ceiling mounted for convenient installation and maintenance
Adjust installation angle can change the direction of light

Can be linkable

Unique heatsink design for stable product performance

Patented design + Brand driver+ Brand LED

Product automatic protection (OVP OCP OTP OCP)

Water proof IP65 rate

[[&)®- [c8]£)GS)(C)@ Fnd | (Applying)

140Im/w

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Input Voltage:
U ACA00-2401 5001
Storage  -40~+85C : “

PF:20.93 THD<20%
Power Efficiency:20.87

) Recommended
Model NO.  Power Light LEDQTY CCT Frosted Cover Clear Cover CRI  Beam |nstallation Height
(W) Source (pcs) (K)  Lumens Lm/W  Lumens Lm/W Angle (m)
T20G/600mm 40 2835 240 4000K 4200 105 4600 115 >80 '120o 3-8
T20G/900mm 60 2835 364 4000K 6300 105 6900 115 >80 120° 3-8
T20G/1200mm 80 2835 520 4000K 8400 105 9200 115 >80 120° 3-8
T20G/1500mm 100 2835 624 4000K 10500 105 11500 115 >80 120° 3-8

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Features

Anticorrosion LED Tri-proof Light

PAO1 C Applied to corrosion application as chicken farm ,pig farm and flour mill.

Carwash application

Water proof IP65 rate

Special material for corrosion resistance

Universal AC input 90-305VAC

Suspending and ceiling mounted for convenient installation and maintenance
Patented design + Brand driver+ Brand LED

Product automatic protection (OVP OCP OTP OCP)

[ @) (£)68 () (cs) @ @il ] (Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Input Voltage:

Operating -20~+40 C US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

Storage -40~+85C
PF:>0.93 THD<20%
Power Efficiency:20.87

Parameter
Model NO. Power Light LED QTY CCT Frosted Cover Clear Cover CRI Beam
(W) Source (pcs) (K) Lumens Lm/W Lumens Lm/W Angle
PA01C/600mm 20 2835 108 4000K 1900 95 2100 105 >80 120O
PA01C/900mm 30 2835 156 4000K 2850 95 3150 105 >80 120O
PA01C/1200mm 40 2835 216 4000K 3800 95 4200 105 >80 120°
PA01C/1500mm 50 2835 264 4000K 4750 95 5250 105 >80 120o
PA01C/1500mm-A 65 2835 351 4000K 6175 95 6825 105 >80 120O

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Mini LED Tri-proof Light

LO7G-MN
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Features

Tri-proof led fixture for IP65 waterproof, dust, corrosion and pressure-proof
Patent and functional design with imaginative appearance

High stability isolated driver

Excellent heat dissipation depending on whole aluminum housing

Widely used in ambient lighting application

Maximum efficacy and minimum glare

High-tech optical design

No UV ,No Lead, No Mercury

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature

Operating -20~+40 C
Storage -40~+85C

Input Voltage:
US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:=0.87

Parameter
Model NO. Size  Power  Light LEDQTY CCT Frosted Cover Clear Cover CRI Beam
(ft) (W) Source (pcs) (K) Lumens Lm/W  Lumens Lm/W Angle
L07G-MN/600mm 2ft 20 3528 216 4000K 1900 95 2100 105 >80 1200
L07G-MN/900mm 3ft 25 3528 264 4000K 2375 95 2625 105 >80 1200
L07G-MN/1200mm 4ft 30 3528 338 4000K 2850 95 3150 105 >80 1200

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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V¥ Product Dimension WV Product Dimension

C A
- D A
E — nili
_ . eB . .
Model NO Size A(mm) Size B(mm) Size C(mm) Size D(mm) Model NO. Size A(mm) Size B(mm) Size C(mm)
L07G 600mm 600 63 83 1000
LO7G 900mm 900 63 83 1000 T20G 600mm 600 85 109
L07G 1200mm 1200 63 83 1000 T20G 900mm 900 85 109
L07G 1500mm 1500 63 83 1000 1206 1200 1200 o 100
L07G 1500mm-A 1500 63 83 1000 mm
T20G 1500mm 1500 85 109
V¥ Installation :
WV nstallation

il I

Ceiling mounted

Ceiling mounted

Suspending

Suspending
¥ Recommended installation height: 2-6m W Recommended installation height: 3-8m
WV Accessories list WV Accessories list
Standard clip Steel cable
Standard clip Suspending steel Cable Wall mounted clip Wall mounted clip ~ Wall mounted clip

Function optional
¥ Function optional v g

®
Y o’/ )]
& < b ® <& =
Dimmable, v

5.8GHZ Dimmable Motion sensor Emergency
Dimmable Motion sensor Emergency
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| ED High Bay Light

APPLICATION

Commercial Lighting
Hospital, Supermarkets, Shopping mall, School, etc.

Public Lighting
Street, Tunnel, Airports, Sports, Train stations, Bus stations,
Theatres, MTR stations, etc.

Industrial Lighting
Manufacture, Warehouses, Park, Exhibition centers,
Gas stations, Toll stations, Gymnasium, etc.
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Unigue Heatsink
Patented Design

UFO High Bay Patented Design

4 Series products can meet the demands of different
customers and markets
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P65
convenient installation

Loop hang and wall mounted for convenient installation and maintenance

L ens and reflector

60°90° 110° beam angle with Lens and reflector
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Spliced
Universal AC input 90-305VAC

Spliced lamps side by side available for more special requirement
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UFO LED High Bay reaes

H02CO

UFO of Galaxy LED High Bay
High efficacy and low working temperature

Patented UFO appearance design & Perfect shape performance
Unique Heatsink

Patented Design 3D heat dissipation
Optional beam angle reflector
o . High-tech optical design
Beam angle reflector Universal voltage(AC100-240/277V)

No UV ,No lead, No Mercury

gl [ (][

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Input Voltage:
Operating -20~+40 C US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.9

Storage -40~+85C

Parameter
Vodel NO. Power Light LEDQTY  CCT Wi']ea; Coﬂ"ert CRI Beam
(W) Source (pes) ) I_(un:er?su * LE;S/\?\;) Angle
H02CO-10NA-R450 100 3535 44 4000K 10000 100 >75 60°/90°/110°
H02CO-15NA-R450 150 3535 75 4000K 15000 100 >75 60° /90°/110°
H02CO-20NA-R450 200 3535 99 4000K 20000 100 >75 60° /90°/110°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Compact LED High Bay

HO3CO
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nique
Heatsink

Features

UFO High Bay Patented Design

4 Series products can meet the demands of different customers and markets
Universal AC 100-240/270V input

Loop hang and wall mounted for convenient installation and maintenance
60°90°110°beam angle with Lens and reflector

Unique heatsink design for stable product performance

Bulit-in active PFC function

Patented design + Brand driver+ Brand LED

Product automatic protection (OVP OCP OTP OCP)

Water proof IP65 rate

& [[@)[¢)®- 2)eD @ s ] (Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature
Operating -20~+40 C
Storage -40~+85C

Input Voltage:
US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.9

Parameter
Model NO. P‘(’V":’sr oo LE(lgCS)T v C(E)T (Wﬁ:r:ii; Se?l\éecrtor) CRI iﬁg[’e‘ talation nﬁgm
Lumens Lm/W (m)
H03CO-10NB-R380 100 3030 120 4000K 11000 110 >70 60° /90°/110° 6-12
H03CO-15NB-R380 150 3030 120 4000K 16500 110 >70 60° /90°/110° 6-12
H03CO-20NB-R380 200 3535 9% 4000K 22000 110 >70 60° /90°/110° 6-12
HO3CO-25NB-R380 250 3535 120 4000K 27500 110 >70 60° /90°/110° 6-12

CCT Range  WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Compact LED High Bay

H04CO

Series
Products
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Features

UFO High Bay Patented Design

4 Series products can meet the demands of different customers and markets
Universal AC 100-240/270V input

Loop hang and wall mounted for convenient installation and maintenance
60°90°110°beam angle with Lens and reflector

Unique heatsink design for stable product performance

Bulit-in active PFC function

Patented design + Brand driver+ Brand LED

Product automatic protection (OVP OCP OTP OCP)

Water proof IP65 rate

Y (@[] ®- 26D @ @ | (Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature
Operating  -20~+40 C
Storage -40~+85C

Input Voltage:
US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.9

Parameter
Model NO. P‘(’V";?r s LE(IZCS)T v %%T (cht.;rlmgi; Sa?lgor) cRl 2‘;3{2 ntalaton rllicjjght
Lumens  Lm/W (m)
H04CO-10NB-R380 100 3030 120 4000K 11000 110 >70 60° /90°/110° 6-12
H04CO-15NB-R380 150 3030 120 4000K 16500 110 >70 60° /90°/110° 6-12
H04CO-20NB-R380 200 3535 96 4000K 22000 110 >70 60° /90°/110° 6-12

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Long LED High Bay SPEC

HO5CO

Patented Design
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Series Products

Unique
Heatsink

Features

Long LED High Bay patented design

4 series products can meet the demands of different customers and markets
Universal AC 100-240/270V input

Loop hang and wall mount for convenient installation and maintenance
Bespliced between each lamp

60°90°110°beam angle with Lens and reflector

Unique heatsink design for stable product performance

Bulit-in active PFC function

Patented design + Brand driver+ Brand LED

Product automatic protection (OVP OCP OTP OCP)

Water proof IP65 rate

[[@[c)-®- (4)gS @ @ ] (Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature
Operating  -20~+40 C
Storage -40~+85C

Input Voltage:
US: AC100~277V 50/60Hz
EU: AC100~240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.9

Parameter
Power  Light — LEDQTY  CCT Clear Cover CRI Beam Recommended

Model NO. W Source (pcs) K (Without reflector) Angle Installation Height

(W) P (K) Lumens Lm/W (m)
HO5CO/600mm 60 2835 48 4000K 6600 110 >70 60° /90°/110° 6-12
HO5CO/900mm <) 2835 72 4000K 9900 110 >70 60° /90°/1110° 6-12
HO05CO/1200mm 120 2835 9 4000K 13200 110 >70 60° /90°/1110° 6-12
HO5CO/1500mm 150 2835 120 4000K 16500 110 >70 60° /90°1110° 6-12

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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¥ Product Dimension

T Model NO. Size A(mm) Size B(mm)
B HOXCO-10NB-R380 380 220
HOXCO-15NB-R380 380 220
HOXCO-20NB-R380 380 220
]| .

< A />

V¥ Installation

Ceiling Ceiling/Wall

Recessed Suspending

¥ Recommended installation height: 6-12m

WV Accessories list

Hook

¥ Function optional

o
/ \ 7/
Dimmable, \v/
5.8GHZ
Dimmable Motion sensor
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¥ Product Dimension

A -
C
8| [
Model NO. Size A(mm) Size B(mm) Size C(mm)
HO05CO 600mm 670 97 142
HO5CO 900mm 970 97 142
HO5CO 1200mm 1270 97 142
HO5CO 1500mm 1570 97 142

V¥ Installation

Ceiling

Suspending Ceiling Mounted

WV Recommended installation height: 6-12m

WV Accessories list

Hook Swing arm spliced card

WV Function optional

[}
‘a \ o’
Dimmable, \v/
5.8GHZ
Dimmable Motion sensor
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LED Linear Light

APPLICATION

Commercial Lighting
Office,Supermarket,Hotel,Exhibition hall,etc.

Public Lighting
Residence, Library,Hospitals,School,
MTR station, Train station,Bus station,Airport,etc.

Industrial Lighting
Factory,Warehouse,etc
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Patented Design

LED linear light Patented Design
Special design for 3- 8m application
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Super Power

Comfortable optic performance

Installation Angle adjustable makes the light flexible

Universal AC input
90-305VAC

Ultra bright
140lm/w
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Superpower LED linear Light Features

L20G :

Directly replace the tube fixtures
Economic solution for replacing tube fixtures
Can get to max 100 watts

Water-proof 1P44

Save more purchasing and assembling cost

:ﬂ . Convenient installation with linkable connector

""-,‘ Comfortable optical design without dark space and shadow
Linkable \

High efficiency and energy saving
Ultra bright 140lm/W
Light up the real color with high CRI for fruits and vegetables displays

[[&)®- (c3) (2] @®)(C)@s 7z | (Applying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Input Voltage: AC100~240/277V 50/60Hz
Operating -20~+40 C PF:20.93 THD<20%
Storage -40~+85C Power Efficiency:20.87
Parameter
) Recommended
Model NO.  Fower Light LEDQTY CCT Frosted Cover Clear Cover CRI  Beam |nstallation Height
(W)  Source  (pcs) (K)  Lumens Lm/W  Lumens Lm/W Angle (m)
L20G/600mm 40 2835 240 4000K 4200 105 4600 115 >80 120° 38
L20G/900mm 60 2835 364 4000K 6300 105 6900 115 >80 120° 3-8
L20G/1200mm 80 2835 520 4000K 8400 105 9200 115 >80 120° 3.8
L20G/1500mm 100 2835 624 4000K 10500 105 11500 115 >80 120°
3-8

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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| ED Tube Light

APPLICATION

Commercial Lighting
Offices, Meeting room, Hotel, Hospital, Supermarkets, Shopping mall,
Large retailers, Library, School, etc.

Public Lighting
Tunnel, Airports, Sports, Train stations, Bus stations, Theatres,
MTR stations, etc.

Industrial Lighting
Manufacture, Warehouses, Park, Exhibition centers, Gas stations,
Toll stations, Gymnasium, etc.
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180 Deg rotating

Patented 180Deg rotating end cap
design for the best lighting result

26MM Diameter

Single end power anti electric
shock ensures safety
High-tech optical design

160LM/W
High Efficiency
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PCB

Aluminnum tube

Copper needle

End cap Spring
Screw

Aluminnum ring
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Integrated T5 LED Tube

Quick installation and easy maintenance

Switch ON/OFF
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Professional T8 LED Tube Features

LO5G Patented 180Deg rotating end cap design for the best lighting result
Aluminum PCB better heat dissipation than FR4

Just replace starter with Ervan LED fuse for retrofit

180°Rotating 26mm Diameter 115Im/w

= Single end power anti electric shock ensures safety
W Maximum efficacy and minimum glare

=4 High-tech optical design

Isolating driver inside

VDE/TUV/UL certification

=@
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Temperature Characteristics T-ambient 25° Electrical Characteristics
Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% o o
Storage -40~+85C Storage  10%-80% PF:>0.93 THD<20%

Power Efficiency:=20.87

Parameter

Model NO. Power Light LED QTY CCT Frosted Cover Clear Cover CRI Beam

(W) Source (pcs) (K) Lumens Lm/W Lumens Lm/W Angle

L05G/600mm 11 2835 108 4000K 1155 105 1265 115 >80 120°
LO5G/900mm 17 2835 168 4000K 1785 105 1955 115 >80 120°
LO5G/1200mm 20 2835 216 4000K 2100 105 2300 115 >80 120°
L05G/1500mm 24 2835 247 4000K 2520 105 2760 115 >80 120°
LO5G/1500mm 30 2835 338 4000K 3150 105 3450 115 >80 120°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Professional T8 LED Tube Features

Patented 180Deg rotating end cap design for the best lighting result

Just replace starter with Ervan LED fuse for retrofit

Single end power anti electric shock ensures safety

4 Maximum efficacy and minimum glare

180°Rotating 26mm Diameter 130Im/w 1-.] . . .
- High-tech optical design

TUV/UL certification

SIS

-(£) e[ (- (2 (&) @@ =

:| (Applying)

Temperature Characteristics T-ambient 25° Electrical Characteristics
Temperature Humidity Input Voltage:
US: AC 100-277V 50/60Hz
Operating -20~+40 C Operating 10%-80% EU: AC 220-240V 50/60Hz
Storage -40~+85C Storage  10%-80% PF:20.93 THD<20%

Power Efficiency:20.9

Power  Light  LEDQTY  CCT Frosted Cover Clear Cover Beam
Model NO. CRI
(W) Source (pcs) (K) Lumens Lm/W Lumens Lm/W Angle
LO5G-H/600mm 11 2835 56 4000K 1320 120 1430 130 >80 120°
LO5G-H/900mm 17 2835 84 4000K 2040 120 2210 130 >80 120°
LO5G-H/1200mm 20 2835 112 4000K 2400 120 2600 130 >80 120°
LO5G-H/1500mm 24 2835 168 4000K 2880 120 3120 130 >80 120°
LO5G-H/1500mm 30 2835 196 4000K 3600 120 3900 130 >80 120°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Ultra Bright T8 LED Tube

Features
) ) 160Im/w ultra bright
180°Roating 26mm Diameter 160Im/w
Just replace starter with Ervan LED fuse for retrofit
-"'_L = Single end power anti electric shock ensures safety
Maximum efficacy and minimum glare
=)

High-tech optical design

TUV/UL certification

: Y (8 (=) & ] appiying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:

US: AC 100-277V 50/60Hz
Operating -20~+40 C Operating 10%-80% EU: AC 220-240V 50/60Hz
Storage -40~+85C Storage  10%-80% PF:20.93 THD<20%

Power Efficiency:20.9

Parameter

Model NO. Power  Light LEDQTY CCT Frosted Cover Clear Cover CRI Beam

(W) Source (pcs) (K) Lumens Lm/W Lumens  Lm/W Angle

LO5G-HH/600mm 11 2835 56 4000K 1650 150 1760 160 >80 120°
LO5G-HH/900mm 17 2835 84 4000K 2550 150 2720 160 >80 120°
LO5G-HH/1200mm 20 2835 112 4000K 3000 150 3200 160 >80 120°
LO5G-HH/1500mm 24 2835 168 4000K 3600 150 3840 160 >80 120°
LO5G-HH/1500mm 30 2835 196 4000K 4500 150 4800 160 >80 120°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Multi-Angle LED Tube Features

Four different beam angles provide many wide application

Patented 180Deg rotating end cap design for the best lighting result

LO5G-T LO6GI LO@G‘\/ Aluminum PCB better heat dissipation than FR4

70° BEAM ANGLE Double-sided 220 Deg beam Angle
Just replace starter with Ervan LED fuse for retrofit

Single end power anti electric shock ensures safety

Maximum efficacy and minimum glare

1200 120
High-tech optical design
Isolating driver inside
70° 20°
4-5m high applications double-sides lighting wide lighting area
Temperature Characteristics T-ambient 25° Electrical Characteristics
- Input Voltage:
Temperature Humidity US: AC 100-277V 50/60Hz
Operating -20~+40 C Operating 10%-80% EU: AC 100-240V 50/60Hz
LO5G-T LO6G Storage  -40~+85C Storage  10%-80% PF:2093  THD<20%
. Power Efficiency:>0.87
70Deg Beam Angle Double-sided
LO5G-T LO6G
Parameter
= ) Model NO Power Light LEDQTY CCT Frosted Cover Clear Cover Beam
i.nl'!- ode (W) Source (pcs) (K) Lumens Lm/W Lumens Lm/W CRI Angle
o
LO5G-T/600mm 11 2835 108 4000K 1155 105 1265 115 >80 70
L06G-V Lo?gggneis-v 15 2835 144 4000K 1575 105 1955 115 >80  70°-220°
220Deg Beam Angle
LOXX/900mm 17 2835 168 4000K 1785 105 1955 115 >80  70°-220°
LO6G-V
LOXX/1200mm 20 2835 216 4000K 2100 105 2300 115 >80  70°-220°
LOXX/1500mm 24 2835 260 4000K 2520 105 2760 115 >80  70°-220°
LOXX/1500mm 30 2835 338 4000K 3150 105 3450 115 >80 70°-220°
CCT Range WW(3000K) NW/(4000K) DW(5000K) CW(6500K)
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Integrated T5 LED Tube

T5-AE Features

Quick installation and easy maintenance

[ Aluminum PCB better heat dissipation than FR4
" i Maximum efficacy and minimum glare

High-tech optical design

PERODEE

A

Integrated Fixture Linkable

Temperature Characteristics T-ambient25°  Electrical Characteristics

i Input Voltage:
Temperature Humidity US: AC 100-277V 50/60Hz
Operating -20~+40 C Operating 10%-80% EU: AC 100-240V 50/60Hz
Storage  -40~+85C Storage  10%-80% PF:20.93 THD<20%

Power Efficiency:>0.87

Parameter

Model NO. power Light LED QTY CCT Frosted Cover Clear Cover CRI Beam

(w) Source (PCS) (K) Lumens Lm/W  Lumens Lm/W Angle

T5-AE/600mm 11 2835 108 4000K 1155 105 1265 115 >80 120°
T5-AE/900mm 17 2835 168 4000K 1785 105 1955 115 >80 120°
T5-AE/1200mm 20 2835 216 4000K 2100 105 2300 115 >80 120°
T5-AE/1500mm 24 2835 247 4000K 2520 105 2760 115 >80 120°
T5-AE /1500mm 30 2835 338 4000K 3150 105 3450 115 >80 120°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Features

External Driver TS5 LED Tube

T5-EX

Quick installation and easy maintenance
Aluminum PCB better heat dissipation than FR4
Maximum efficacy and minimum glare

High-tech optical design

Temperature Characteristics T-ambient 25° Electrical Characteristics

Temperature Humidity Input Voltage:
Operating  -20~+40 C Operating 10%-80% US: AC 100-277V 50/60Hz
Storage  -40~+85C Storage  10%-80% EU: AC 100-240V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.87

Parameter
Model NO Power Light LED QTY CcCT Frosted Cover Clear Cover CRI Beam
: (W) Source (pcs) (K) Lumens Lm/W Lumens Lm/W Angle
T5-EX/600mm 11 2835 108 4000K 1155 105 1265 115 >80 120°
T5-EX/900mm 17 2835 168 4000K 1785 105 1955 115 >80 120°
T5-EX/1200mm 20 2835 216 4000K 2100 105 2300 115 >80 120°
T5-EX/1500mm 24 2835 240 4000K 2520 105 2760 115 >80 120°

CCT Range WW/(3000K) NW(4000K) DW(5000K) CW(6500K)
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V¥ Product Dimension

B A _ Model NO. Size A (mm) Size B(mm) Size C(Base)
! I ( | L05G/600mm 588 26 G13
5, ff] T fe
L05G/900mm 894 26 G13
L05G/1200mm 1198 26 G13
L05G/1500mm 1498 26 G13

V¥ Installation

A.Installtion for Europe

1. Installation For Magnetic Ballast 2. Installation For Electronic Ballast

®
@ i e

[ g
T Ballast

Just replace starter with fuse for retrofit only Electronic ballast must be by-passed by a
ANREENRRIOINE suitable for battens with magnetic ballast , CBEENIRICNE  registered electrician

not electronic ballast

Q‘ @% ﬂ A4 f 1 @% o

1.Turn off the power 2.Take out the fluorescent 3.Take out the starter 4. Install LED fuse 5.Install LED tube 6.Turn on the power
tube

(%]

B.Installtion for America

Dummy  wmp N
tombstone, |:|:| :- EED:L
used and
holder only

Power Side

NOTE:Before installation please make sure the power is turned off

V¥ Recommended installation height: 2-6m

V¥ Accessories list

I
FUSE

Cover Fuse

¥ Function optional

[
74 \ o’ ®
Dimmable, \v/
5.8GHZ
Dimmable Motion sensor Emergency
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V¥ Product Dimension

_ 3 A
B =

G | |
Model NO. Size A(mm) Size B(mm) Size C(mm)
T5-AE/600mm 565 33 29
T5-AE/900mm 869 33 29
T5-AE/1200mm 1174 33 29
T5-AE/1500mm 1475 33 29

V¥ Installation

i

1. Fix the clips according to 2.Push tube into the clips 3.Connect power wire

tube length

¥ Recommended installation height: 2-6m

V¥ Accessories list

DC cable

Switch Recessed clip Connector
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LED Panel Light

APPLICATION

Commercial Lighting
Offices, Meeting room, Hotel, Hospital, Supermarkets,
Shopping mall, Large retailers, Library, School, etc.

Public Lighting
Tunnel, Airports, Sports, Train stations, Bus stations,
Theatres, MTR stations, etc.

Industrial Lighting
Manufacture, Warehouses, Park, Exhibition centers,
Gas stations, Toll stations, Gymnasium, etc.
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Perfect heat dissipation performance
Using optical PMMA light guide
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UGR<19
120Im/w Ultra Bright

? Using optical PMMA light guide
| Using indirect lighting for downy light and visually comfortable

Double-sided

The frame is strong enough not deformed

Double-sided LED panel light with perfect optical
design effect

www.ervan.cn /LED Panel Light /73 www.ervan.cn/LED Panel Light /74



Frame Integrated

Concise back-lit design with frame integrated _ -
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UGR<19 IP44 rate

Perfect heat dissipation Using indirect lighting for downy light and
performance

visually comfortable

N i

)

L

i —
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Features

Perfect heat dissipation performance

Side-lit LED Panel Light T v

P0O1CO
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Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space

AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare

llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving

£lgS (IAVAVAEE b [ ®- @ | (Applying)

LISTED

UGR<19

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating  10%-80% US:AC100~277V 50/60Hz
Storage -40~+85C Storage  10%-80% EU:AC220~240V 50/60Hz
PF:20.93 THD<20%
Power Efficiency:20.87
Parameter
Recommended
Model NO.  Power(W) St'ﬁrcte LE(';)CS)T Y etk LFu,umX'ZSnu)s Eg'rf]'f\’,'\})cy CRI /??1:;2 '”Sta”at(i;r)‘ Height
P01CO-84NL-1206 84 2835 408 4000K 7560 90 >80 120° 2-6
P01CO-54NL-6262 54 2835 144 4000K 4860 90 >80 120° 2-6
P01CO-54NL-0606 54 2835 144 4000K 4860 90 >80 120° 2-6
P01CO-54NL-1203 54 2835 144 4000K 4860 90 >80 120° 2-6
P01CO-40NL-6262 40 2835 108 4000K 3600 90 >80 120° 2-6
P01CO-40NL-0606 40 2835 108 4000K 3600 90 >80 120° 2-6
P01CO-40NL-1203 40 2835 108 4000K 3600 90 >80 120° 2-6
P01CO-22NL-0603 22 2835 60 4000K 1980 90 >80 120° 2-6
P01CO-15NL-0303 15 2835 36 4000K 1350 90 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Ultra Bright LED Panel Light Features

PO1 CO 120Im/w ultra bright

| Perfect heat dissipation performance
Using optical PMMA light guide

Using indirect lighting for downy light and visually comfortable

Application in the design of concise interior space
AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare

llluminance Uniformity

120Im/w

No UV ,No lead, No Mercury, Up to 70% energy saving

L6945 (IAVAVALE sl [ ®- @] appiing)

Temperature Characteristics T-ambient25° Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US:AC100~277V 50/60H2
Storage -40~+85C Storage  10%-80% EU:AC220~240V S0/60Hz
PF:20.93 THD<20%
Power Efficiency:20.87
Parameter
Y = I -E_."-E i i Light LED QTY Luminous  Efficiency Beam |nRs?:|(|)z;ntig1ne:|(:eei3ht
: - I { , i i 1 Model NO.  Power(W) g_ i pcs) CCT) Fiam) imw) SR Angle )
P01CO-84NH-1206 84 2835 408 4000K 10080 120 >80 120° 2-6
P01CO-54NH-6262 54 2835 144 4000K 6480 120 >80 120° 2-6
P01CO-54NH-0606 54 2835 144 4000K 6480 120 >80 120° 2-6
P01CO-54NH-1203 54 2835 144 4000K 6480 120 >80 120° 2-6
P01CO-40NH-6262 40 2835 108 4000K 4800 120 >80 120° 2-6
P01CO-40NH-0606 40 2835 108 4000K 4800 120 >80 120° 2-6
P01CO-40NH-1203 40 2835 108 4000K 4800 120 >80 120° 2-6
P01CO-22NH-0603 22 2835 60 4000K 2640 120 >80 120° 2-6
P01CO-15NH-0303 15 2835 36 4000K 1800 120 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Double-sided LED Panel Light

P04CO

Features

The frame is strong enough not deformed
Double-sided LED panel light with perfect optical design effect
The unique advantage for replacing the traditional lighting

/h-q“'--___ . Using optical PMMA light guide

T— g Using indirect lighting for downy light and visually comfortable
UGR<19 T T
Application in the design of concise interior space

AL6063-T5 Aluminium frame better heat dissipation
: Maximum efficacy and minimum glare

Double-sided

llluminance Uniformity

£6S (IAVAVAED Fisd [ ®- @ | opiying)

LETED

Temperature Characteristics T-ambient25°  Electrical Characteristics

- Input Voltage:
Temperature Humidity US: AC100~277V 50/60Hz
Operating -20~+40 C Operating 10%-80% EU:AC 220-240V 50/60Hz
Storage -40~+85C Storage  10%-80% PF:20.93

Power Efficiency:>0.87

Parameter
Light LED QTY Luminous  Efficiency Beam Recom_mendgd
Model NO. Power(W) Source (pcs) CCT(K) Flux(im) (Im/W) CRI Angle InSta”at(lr?.:; Height
P04CO-54NA-1203 54 2835 132 4000K 4860 90 >80 2*120° 2-6
P04CO-40NA-1203 40 2835 192 4000K 3600 90 >80 2*120° 2-6
P04CO-22NA-0603 22 2835 108 4000K 1980 90 >80 2*120° 2-6

CCT Range WW (3000K) NW(4000K) DW(5000K) CW(6500K)
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Side-lit LED Panel Light

P06CO
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Features

Using optical PMMA light guide

| Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space
AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare
llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving

LIS (%) @ Ce[e) VYV (] (Y [ (£] (&) Faed

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US: A§10°"277V 50//60"'2

EU:AC 220-240V 50/60Hz
Storage -40~+85C Storage  10%-80%

PF:20.93 THD<20%

Power Efficiency:>0.87
Parameter

) . . Recommended
Model NO. Power(W) Light LED QTY CCT(K) Luminous Efficiency CRI Beam |pstallation Height
Source (pcs) Flux(Im) (Im/W) Angle (m)

P06CO-84NL-1206 84 2835 408 4000K 7560 90 >80 120° 2.6
P06CO-54NL-6262 54 2835 144 4000K 4860 90 >80 120° 2-6
P06CO-54NL-0606 54 2835 144 4000K 4860 90 >80 120° 2-6
P06CO-54NL-1203 54 2835 144 4000K 4860 90 >80 120° 2-6
P06CO-40NL-6262 40 2835 108 4000K 3600 90 >80 120° 2-6
P06CO-40NL-0606 40 2835 108 4000K 3600 90 >80 120° 2-6
P06CO-40NL-1203 40 2835 108 4000K 3600 90 >80 120° 2-6
P06C0O-22NL-0603 22 2835 60 4000K 1980 90 >80 120° 2-6
P06CO-15NL-0303 15 2835 36 4000K 1350 90 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Features

Frame integrated design

B k I .t L E D P I L - ht Thoroughly solve the issues of water ripple
ac = I a n e I g Solve the issues of yellowing caused by material

Ultra bright 140lm/w

P ZOCO Universal AC input 90-305VAC

UGR<19 for comfortable optic performance

Suspend, recessed for convenient installation and maintenance

Expand the cooling area for stable product performance

UGR<19

Patented design + Brand driver+ Brand LED
Product automatic protection (OVP OCP OTP OCP)
Water proof IP44 rate

oL N Ecd-Elal[ @] LIS (©] F | ¢rrying

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US: AC100~277V 50/60Hz
Storage  -40~+85C Storage  10%-80% EUIAC 220-240V 50/60Hz
PF:20.93 THD<20%
Power Efficiency:>0.87
Parameter
Recommended
Model NO. Power(W) Slaigpcte LE([;CC;;I'Y CCT(K) L;IT)i(rzlc;:J)s Ez?;i/?/r\;;:y CRI iiZE Installat(i;r; Height
P20CO-84NL-1203 84 2835 480 4000K 9240 110 >80 120° 2-6
P20CO-54NL-1203 54 2835 360 4000K 5940 110 >80 120° 2-6
P20CO-40NL-1203 40 2835 360 4000K 4400 110 >80 120° 2-6
P20CO-54NL-0606 54 2835 324 4000K 5940 110 >80 120° 2-6
P20CO-40NL-0606 40 2835 324 4000K 4400 110 >80 120° 2-6
P20CO-36NL-0606 36 2835 324 4000K 3960 110 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Features

Recessed LED Panel Light
g Using optical PMMA light guide
Using indirect lighting for downy light and visually comfortable

PO7CO Application in the design of concise interior space
AL6063-T5 Aluminium frame better heat dissipation

Maximum efficacy and minimum glare
llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving

%)@ Y- E) (&) [ (@[] (&) (2)1GS @ Fid | appiving)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US: ACC10°"277V 50//60"'2
: EU:AC 220-240V 50/60H
Storage  -40~+85C Storage  10%-80% ‘
PF:20.93 THD<20%
Power Efficiency:>0.87
e
et 0
BEER]
Parameter
Recommended
Light LED QTY Luminous Efficiency Beam Installation Height
Mods| NO. Power(W) Source (pcs) CCT(K) Flux(Im) (Im/W) CRI Angle (m)
-."I#rr--'r L = e -
W Laal ""'F‘ - ﬂ | P07CO-54NL-1203 54 2835 144 4000K 4860 90 >80 120° 2-6
““ P07CO-40NL-1203 40 2835 108 4000K 3600 90 >80 120° 2-6
] P0O7CO-54NL-0606 54 2835 144 4000K 4860 90 >80 120° 2-6
P0O7CO-40NL-0606 40 2835 108 4000K 3600 920 >80 120° 2-6
P0O7CO-36NL-0606 36 2835 108 4000K 3240 90 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Round LED Panel Light

RO1CO
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Features

Using optical PMMA light guide

Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space

AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare

llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving

Blelds ARGl

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature
Operating -20~+40 C
Storage -40~+85C

Humidity Input Voltage:
Operating 10%-80%
Storage  10%-80%

US:AC100~277V 50/60Hz
EU:AC220~240V 50/60Hz

PF:20.93
Power Efficiency:20.87

Parameter
. . ) . Recommended
Model NO Size Power Ligft LEDQTY CCT Luminous Efficiency CRI Beam |.stallation Height

’ (mm) (W) Source (pcs) (K) Flux(Lm) (Lm/W) Angle (m)
R01CO-08NA-R145 145*12.5 08 2835 36 4000K 640 80 >80 120° 2-6
R01CO-10NA-R180 180*12.5 10 2835 54 4000K 800 80 >80 120° 2-6
R01CO-15NA-R240 240*125 15 2835 72 4000K 1200 80 >80 120° 2-6
R01CO-22NA-R300 300*12.5 22 2835 108 4000K 1760 80 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Ceiling Mounted LED Panel Light Features

R02 CO Ceiling mounted convenient installation

Using optical PMMA light guide

Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space

¢ AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare
Uniform illuminance

No UV ,No lead, No Mercury, Up to 70% energy saving

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:

Operating -20~+40 C Operating 10%-80% Eﬁfﬁgggg*izx :gﬁgg:z

Storage  -40~+85C Storage  10%-80% ' ‘
PF:20.93

Power Efficiency:20.87

Parameter

Size Power Ligft LEDQTY CCT  Luminous Efficiency Beam Recommended
Model NO. (mm) (W) Source (pcs) (K) Flux(Lm) (Lm/W) CRI Angle Installat(lr?]r)\ Height
R02CO-10NA-R180 180*40 10 2835 54 4000K 800 80 >80 120 2-6
R02CO-15NA-R240 240*40 15 2835 72 4000K 1200 80 >80 120° 2-6
R02CO-22NA-R300 300*40 22 2835 108 4000K 1760 80 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6000K)
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IP44 Round LED Panel Light

RO3CO

Features

Using optical PMMA light guide
Using indirect lighting for downy light and visually comfortable

Application in the design of concise interior space

F AL6063-T5 Aluminium frame better heat dissipation
I."I Maximum efficacy and minimum glare
e F llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving
Water proof 1P44 rate

[@ 1Eﬁ.f::!'](Alololying)

Temperature Characteristics T-ambient25°  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US:AC100~277V 50/60Hz

EU:AC220~240V 50/60Hz
Storage -40~+85C Storage  10%-80%

PF:>20.93

Power Efficiency:>0.87
Parameter

Recommended
Model NO Size Power Ligft LEDQTY CCT Luminous Efficiency CRI Beam Installation Height
odel NL. (mm) (W) Source  (pcs) (K) Flux(Lm)  (Lm/W) Angle (m)

RO3CO-10NA-R180 18022 10 2835 54 4000K 800 80 >80 120 2-6
RO3CO-15NA-R240  240*22 15 2835 72 4000K 1200 80 >80 120° 2-6
R0O3CO-22NA-R300  300*22 22 2835 108 4000K 1760 80 >80 120° 2-6

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6000K)
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WY Product Dimension

A Model NO. SizeA(mm) Size B(mm)
P06CO-84NH-1206 1195 595
P06CO-54NH-0606 595 595
i P06CO-40NH-6262 620 620
P06CO-40NH-1203 1195 295
P06CO-22NH-0603 595 295
P06CO-15NH-0303 295 295
WV installation

= Cell
e
’ f T il \
Recessed

Suspending Built-in

WV Recommended installation height: 2-6m

W Accessories list

Recessed clip “Y” Suspending steel Suspending steel cable DC cable

payd

Mounted frame 1 Mounted frame 2 Mounted frame 3

W Function optional

Dimmable Motion sensor Emergency
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V¥ Product Dimension

A Model NO. SizeA(mm) Size B(mm) Cut out(mm)
R01CO-08NA-R145 145 12.5 133
R01CO-10NA-R180 180 12.5 168
R01CO-15NA-R240 240 12.5 228
R01C0O-22NA-R300 300 12.5 288
V¥ Installation
= = |l N | = ——a=
Recessed Ceiling mounted

V¥ Recommended installation height: 2-6m

WV Accessories list

Recessed clip

WV Function optional

‘ y
Dimmable,

Dimmable Emergency
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| ED Ceiling Light

APPLICATION

Commercial Lighting
ices, | g room, Hotel, Hc
Large retailers, Library, School, etc.

Public Lighting
Tunnel, Airports, Sports, Train stations, Bus stations, Theatres,
MTR stations, etc.

Industrial Lighting
Manufacture, Warehouses, Park, Exhibition centers, Gas stations,
Toll sta s, Gymnasium, etc.
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IP65

Patented UFO appearance design & Perfect shape performance

IP65 Approve LED Ceiling Light

-
.4
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Celling Light

C02C0O

Motion sensor, dimmer, emergency function available
Comply with all safety certification standards
Smart control system

Easy installation with install fixture

High-tech optical design
Widely application
No UV ,No lead, No Mercury

2 years warranty of Battery life
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Option : A/B/C/D

| | [ | n
LED Ceiling Light @ <o i
.
e — Motion Sensor system
- o %\:} @ Emergency system
Emergency & Motion Sensor system
o
o
Features Electrical Characteristics
IP65 LED Ceiling Light Input Voltage(A): AC100~277V 50/60Hz
A UFO of Galaxy LED Ceiling Light Input Voltage(B/C/D): AC220~240V 50/60Hz
- Widely function available PF:20.93  THD<20%
o Smart control system Power Efficiency:20.90
: Patented UFO appearance design
‘ Parameter
s
Power Light LED QTY CCT Beam
Model NO. (W) Source (pCs) (K) Lumers Lm/W CRI Angle
C02C0O-16NA-R300 16 2835 84 4000K 1360 85 >80 120°
C02C0-22NA-R360 22 2835 108 4000K 1870 85 >80 120°
C02MS-16NA-R300 16 2835 84 4000K 1360 85 >80 120°
C02MS-22NA-R360 22 2835 108 4000K 1870 85 >80 120°
C02YJ-16NA-R300 16 2835 84 4000K 1360 85 >80 120°
C02YJ-22NA-R360 22 2835 108 4000K 1870 85 >80 120°
-
C02MY-16NA-R300 16 2835 84 4000K 1360 85 >80 120°
C02MY-22NA-R360 22 2835 108 4000K 1870 85 >80 120°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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¥ Product Dimension

Model NO. Size A(mm) Size B(mm)
C02XX-16NA-R300 300 80
C02XX-22NA-R360 900 83

WV Installation

Ceiling

¥V Recommended installation height: 2-6m

¥ Function optional

[ J
A °
s [

Motion sensor Emergency
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Smart Control System

APPLICATION

Commercial Lighting
Off ng room, Hotel, Hospital, Supermarkets, Shopping mall,

Larg ilers, Library, School, etc.

Public Lighting

Tunnel, Al s, Sports, Train stations, Bus stations, Thea

Industrial Lighting
Manufacture, '\ s, Gas stations,

Toll stations, Gymnasium, etc.
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4 Motion Sensor

Microwave sensor and driver integrated
3 or 2 steps dimming control

Mounting height 2.5-10m
Energy-efficient with Motion Sensor
Wider detection area 25m Max

Motion Sensor

(]
N
N

5.8G

l l l l

LED Tri-proof Light T8 LED Tube LED Panel Light ~ Other LED fixtures

Fitting For Commercial & Industry Lighting Fixture
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Features

2 or 3 steps dimming control
Motion Sensor and driver integrated
Energy-efficient with Motion Sensor

Electrical Characteristics

Input Voltage: AC 100~277V 50/60Hz
PF:20.93 THD<20%
Power Efficiency:20.87

Certification

(@ {3 /(][]

° )) ~ N & P
NSl ~ Jon

— _— 1 —
10m Hold Time 5.8GHZ Lux Sensor

Sensor Distance Mounting Height Hold Time Micro-Wave Lux Sensor
MAX.10m MAX.10M Optional 5.8GHZ Optional
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4 Motion Sensor Technical Data

1.Micro-sensor Data

Option 1: 3 steps dim Lighting 100%-20%-0

Microwave frequency:
Detection Distance:
Mounting height:
Detection area:
Detection angle:
Daylight threshold:
Sensitivity Settings:
Hold time :

Standby dimming level:

3 steps dim Standby period:

5.8GHz+/-75MHz
10m Max.
2.5-10m
R(10)m,H(3m)
150°

NO

NO

30s

20%

1min

Option 2: 2 steps dim Lighting 100%-20%

Microwave frequency :
Detection Distance :
Mounting height :

Detection area :

Detection angle :

Daylight threshold :
Sensitivity Settings:

Hold time :

Standby dimming level :

2 steps dim Standby period :

5.8GHz+/-75MHz
10m Max
2.5-10m
R(10)m,H(3m)
150°

NO

NO

30s

20%

All the time

2.The difference about bright with time on 3 steps and 2 steps

3.Steps

Bright

100%

Bright%

Detection Hold time

Step 1

Standby period

2.Steps

Bright

100%

Bright%

Time Detection Hold time

4 Steps dimming control demonstration

Step 2

The sensor switches on the light
automatically when person enters

the room
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People left, light dims to 20% standby
level after the hold time

Standby period Time

Light swiches off automatically after
the standby period elapsed.

4 Motion Sensor T8 LED TUBE

Features

LO5G-MS

[
<
N

5.8G

Microwave sensor with driver integrated

3/ 2 step dimming control

Mounting height 2.5-10m for widely range of applications
Energy-efficient with Motion Sensor

Wider detection area 25m Max

Stable detection sensitivity

Just replace starter with LED fuse for retrofitting

Single end power anti electric shock ensures safety
Maximum efficacy and minimum glare

High-tech optical design

4 Motion Sensor for LED Tri-proof Light

Features

L\

LO7G-MS

([ ]
<
<

5.8G

Microwave sensor and integrated driver

Stable detection sensitivity

Energy-efficient with Motion Sensor

3 or 2 steps dimming control

Tri-proof led fixture for IP66 waterproof, dust, corrosion and pressure-proof
Widely used in ambient lighting application

High-tech optical design

No UV ,No lead, No Mercury

With Lux sensor

4 Motion Sensor LED Panel Light

Features

[ ]
<
N

5.8G

PO1MS

Energy-efficient with Motion Sensor

Microwave sensor and driver integrated

3 or 2 steps dimming control

Stable detection sensitivity

Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space
AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare

llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving
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Dimmable

Fitting For Commercial & Industry Lighting Fixture 1-10V & Dali dimmable

Energy-efficient with dimmable

Features

Electrical Characteristics

Input Voltage: AC 100~277V 50/60Hz

PF:20.93 THD<20%
Power Efficiency:20.87

LED Tri-proof Light LED Panel Light

Certification

1-10v

Dimmable @

%
~_ RF 2.4G Brightness changed

DALI Bus Remote Controller

T8 LED Tube Other LED fixtures

Color temperature changed
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4 1-10V Dimmable T8 LED TUBE

Features
LED tube 1-10V dimmable with external driver
Patented 180Deg rotating end cap design for the best lighting result
.-_h‘] Aluminum PCB better heat dissipation than FR4
LO5G-ZT

4 DALI Dimmable T8 LED TUBE

Features
LED tube dimmable with external driver
Patented 180Deg rotating end cap design for the best lighting result
__q] Aluminum PCB better heat dissipation than FR4
LO5G-DA @
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4 1-10V LED Tri-proof Light

Features

==
"‘I

LED Tri-proof light with dimming control

Tri-proof led fixture for IP66 waterproof, dust, corrosion and pressure-proof

Patent and functional design with imaginative appearance

High stability isolated driver

LO7G-ZT Excellent heat dissipation depending on whole aluminum housing
Widely used for ambient lighting application
Maximum efficacy and minimum glare

No UV ,No lead, No Mercury

< DALI LED Tri-proof Light

Features

LED Tri-proof light with DALI dimming control
Tri-proof led fixture for IP66 waterproof, dust, corrosion and pressure-proof
Patent and functional design with imaginative appearance

High stability isolated driver

LO7G-DA

Excellent heat dissipation depending on whole aluminum housing
Widely used for ambient lighting application
Maximum efficacy and minimum glare

No UV ,No lead, No Mercury
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« 1-10V Dimmable LED Panel Light < CCT Dimmable LED Panel Light

Features Features

Using optical PMMA light guide

Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space

AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare

llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving.

4 DALI Dimmable for LED Panel Light

Features

PO1DA

www.ervan.cn / Smart-control / 119

Built-in DALI interface and push dimming function
LED panlel light with DALI dimming control

Using optical PMMA light guide

Maximum efficacy and minimum glare

No UV ,No lead, No Mercury, Up to 70% energy saving

Using indirect lighting for downy light and visually comfortable.

Optical PMMA light guide

Using indirect lighting for downy light and visually comfortable
Application in the design of concise interior space
AL6063-T5 Aluminium frame better heat dissipation
Maximum efficacy and minimum glare

llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving
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Features

B d T8 L E D T b Light up the best result with warm color (2200k) for bread displays
re a u e Patented 180Deg rotating Tube cap design for the best lighting result

Light up the best result with warm color (2200k) for bread displays

MCPCB dissipation heat better than traditional FR4

Just replace starter with Ervan LED fuse for retrofit

One way power connect electric shock ensures safety

ey Maximum efficacy and minimum glare

High-tech optical design

Isolating driver inside

2] (@[C€ (Y (] [T [4)

Bread display

Temperature Characteristics T-ambient25°c  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US: AC100~277V 50/60Hz
Storage  -40~+85 C Storage  10%-80% EU: AC100~240V 50/60Hz

PF:=>0.93  THD<20%
Power Efficiency:=>0.87

Parameter

I A A e R =
LO5G-Y/600mm 1 2835 108 2200K 935 85 >80 120°
LO5G-Y/900mm 17 2835 168 2200K 1445 85 >80 120°
LO5G-Y/1200mm 20 2835 216 2200K 1700 85 >80 120°
LO5G-Y/1500mm 24 2835 247 2200K 2040 85 >80 120°
L05G-Y/1500mm-C 30 2835 338 2200K 2550 85 >80 120°
CCT Range (2200K)
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P|nk T8 LED TUbe Features

LOSG_ R Show the best result with pink color for meat displays
Show the best result with pink color for meat displays . Patented 180Deg rotating Tube cap design for the best lighting result
f-ﬂ‘j- MCPCB dissipation heat better than traditional FR4
4 j_}___._—_ﬂ?f_ —=oa Just replace starter with Ervan LED fuse for retrofit
=

One way power connect electric shock ensures safety

Maximum efficacy and minimum glare

High-tech optical design

Meat display

Isolating driver inside

@2 [a) (%) Fd

A

Temperature Characteristics T-ambient25°c  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US: AC 100~277V 50/60Hz
Storage  -40~+85 C Storage  10%-80% EU: AC100~240V 50/60Hz

PF:>0.93 THD<20%
Power Efficiency: =>0.87

Parameter

Model NO. Power Light LED QTY CCT Frosted Cover Frosted Cover CRI Beam

(W) Source (pcs) (K)  Lumens Lm/W Lumens Lm/W Angle

LO5G-R/600mm 11 2835 108 4000K 990 90 1100 100 >80 120°
LO5G-R/900mm 17 2835 168 4000K 1530 90 1700 100 >80 120°
LO5G-R/1200mm 20 2835 216 4000K 1800 90 2000 100 >80 120°
L05G-R/1500mm 24 2835 247 4000K 2160 90 2400 100 >80 120°
LO5G-R/1500mm-C 30 2835 338 4000K 2700 90 3000 100 >80 120°

CCT Range NW(4000K)
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Meat T8 LED Tube

LO5G-H-RW

Show the best result with pink color for meat displays

-
o

'/
-

Meat display
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Features

Show the best result with pink color for meat displays (red+white chip)

. Just replace starter with Ervan LED fuse for retrofit

High-tech optical design

TUV/SAA/VDE certification

2] € (Y [/ [2][&)

Maximum efficacy and minimum glare

Temperature Characteristics T-ambient 25°C

Temperature
Operating -20~+40 C
Storage -40~+85 C

Humidity
Operating 10%-80%
Storage 10%-80%

Single end power anti electric shock ensures safety

Electrical Characteristics

Input Voltage:

US: AC100~277V 50/60Hz
EU: AC220~240V 50/60Hz
PF:>0.93 THD<20%
Power Efficiency:=0.9

Parameter

e M
LO5G-H-RW/600MM 8 2835 96 2600K 760 95 >80 120°
LO5G-H-RW/900MM 10 2835 128 2600K 950 95 >80 120°
LO5G-H-RW/1200MM 15 2835 192 2600K 1425 95 >80 120°
L05G-H-RW/1500MM 18 2835 224 2600K 1710 95 >80 120°

CCT Range WW(3000K)

NW(4000K) DW(5000K) CW(6500K)
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Special Application

Features
. . . ‘ . Light up the real color with high CRI for fruits and vegetables displays
Light up the real color with high CRI for fruits and vegetables displays

2 Patented 180Deg rotating Tube cap design for the best lighting result

MCPCB dissipation heat better than traditional FR4

".ﬁ' Just replace starter with Ervan LED fuse for retrofit

One way power connect electric shock ensures safety
Vegetable display Maximum efficacy and minimum glare

High-tech optical design

Isolating driver inside

&=l gy (2] [a)[%) Fa

Temperature Characteristics T-ambient25°c  Electrical Characteristics

Temperature Humidity Input Voltage:
Operating -20~+40 C Operating 10%-80% US: AC100~277V 50/60Hz
Storage  -40~+85 C Storage  10%-80% EU: AC220~240V 50/60Hz

PF:=>0.93 THD<20%
Power Efficiency:=0.9

Parameter
I TN < M oo R
LO5G-HR/600mm 11 2835 56 2200K 935 85 >90 120°
LO5G-HR/900mm 17 2835 84 2200K 1445 85 >90 120°
LO5G-HR/1200mm 20 2835 112 2200K 1700 85 >90 120°
LO5G-HR/1500mm 24 2835 168 2200K 2040 85 >90 120°
LO5G-HR/1500mm-C 30 2835 196 2200K 2550 85 >90 120°

CCT Range WW(3000K) NW(4000K) DW(5000K) CW(6500K)
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Emergency

System

APPLICATION

Commercial Lighting
Office, Supermarket,Hotel,Exhibition hall,etc.

Public Lighting
Residence,Library,Hospitals,Schoal,

MTR station, Train station,Bus station,Airport,etc.

Industrial Lighting

Factory,Warehouse,etc

Emergency System
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For Commercial & Industry Lighting Fixture

External driver with NI-MH battery
3 hours emergency lighting industry standard

For all of the lighting fixture

Emergency

System

)—‘ LED Tri-proof Light

A4

T8 LED Tube (@) —C

ey

> LED Panel Light

o

Other LED fixtures . —C
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Emergency System

Features

Fitting For Commercial & Industry Lighting Fixture

3 hours emergency lighting industry standard

External driver with NI-MH battery

Temperature Characteristics T-ambient25°c  Electrical Characteristics

Temperature Humidity Input Voltage: AC100~277V 50/60Hz
Ambient -10~+40 C Operating 10%-80% PF:>0.93 THD<20%
Storage  -40~+85 C Storage  10%-80% Power Efficiency:>0.87
Parameter
Model EDEO1-xxx; xxx can be 100-200 Representative supply to LED module
ode

Emergency duration
Supply voltage to LED module
Supply current to LED module

Supply power to LED module
power supply

Input power

Battery

Battery charge rating
Initial charge time

Battery discharge rating

current:100-200mA
Minimum 3 hours (at 8W output)

DC 30-40V
DC 100-200mA (adjustable)
Maximum 8W

US: AC100-277V 50/60Hz
EU:AC220-240V 50/60Hz

Maximum 6W

Sealed Nickel Metal Hydride battery,high-temperature type,4AH 7.2V
max.9V,200mA

24 hours

9V-6V,max.2A
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Installation

NI-MH
C4000mAh 7.2V HT

B
B

g
i

+ LED
- LED

Emergency module

iIH

Tdlcator
Light

rm|
Test,:g_|

d

N LED Driver LE

OO O OHC||O||O]

O1OO|C|1C]|O||O]

EU:AC 220240V

Q@
0]

N ® Input Voltage:
o UBAG 100277
0}

& Emergency LED Tube

Features

LO5G-138V

Emergenc

QPO

3 hours emergency lighting industry standard
External driver with NI-MH battery
Patented 180Deg rotating end cap design for the best lighting result

Connect the luminaire “-”
Connect the luminaire “+"
Input the earth wire

Input “”

Input “N’

Input “L”

Input ‘N’

All of the general lighting and emergency lighting

\ System Aluminum PCB better heat dissipation than FR4
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High-tech optical design

Maximum efficacy and minimum glare

Features

[
Emergenc,
System

PO6YJ-L

Features

Emergency
System

LO7G-YJ

Emergency kit

& Emergency LED Panel Light

3 hours emergency lighting industry standard

External driver with NI-MH battery
Perfect heat dissipation performance
Using optical PMMA light guide

Using indirect lighting for downy light and visually comfortable

Application in the design of concise interior space

AL6063-T5 Aluminium frame better heat dissipation

Maximum efficacy and minimum glare

llluminance Uniformity

No UV ,No lead, No Mercury, Up to 70% energy saving

& Emergency LED Tri-Proof Light

3 hours emergency lighting industry standard

External driver with NI-MH battery

Tri-proof led fixture for IP66 waterproof, dust, corrosion and pressure-proof

Patent and functional design with imaginative appearance

High stability isolated driver

Excellent heat dissipation depending on whole aluminum housing

Widely used for ambient lighting application

Maximum efficacy and minimum glare
High-tech optical design

No UV ,No lead, No Mercury
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Shenzhen Ruizi Light Electricity Technology Co.,Ltd
Add.: Building 5,Yasen Innovation Park,No.8,Chengxin Rd,Baolong Industrial Area,
Longgang,Shenzhen518116,China
Tel: +86-755-89331888 FAX: +86-755-89398533
E-mali: info@ervan.cn Web: www.ervan.cn
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